
MOST ECONOMICAL

MOST DURABLE

REDUCES SCOURS

NON SKID FOOTING storage was first popular

PUMP OUT PIT FAN

/*
Many manure storage pits have been constructed
without providing for ventilation of the pit, particularly
in buildings constructed several years ago when pit

A non-ventilated pit results in a build-up of harmful,
caustic gases, such as carbon dioxide, hydrogen
sulfide, methane, ammonia and mercaptans
Hydrogen sulfide and carbon dioxide are heavier
than air and, as the level of pit waste rises closer to
the slats, the gases are forced closer to the animals
Results of inhaling these gases may be deep, fast
breathing from CO 2. Hydrogen sulfide is one of the
most toxic gases to animals and humans associated
with liquid manure storage. This gas can cause
severe Irritation to the eyes and respiratory system
and sometimes can result in death.

SPECIFICATIONS
FAN FAN MOTOR PROP
SIZE MODEL HP. RPM 0 05

~T" POPPET 1/15 3400 ~585 ~S7O~
10“ POPF-10 1/6 3400 [ 115511140

m s.
sunne controls

The Sunne TFIIS■ Thermostat Has"A
Sealed Molded
Plastic Case With
All Exposed Metal
Parts Of Stainless
Steel

Intended For Applications That Need
A Rugged Weatherproof Type Con-
trol Suitable For Either Heating Con-
trol Or Cooling Control


