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Samuel E. Hayes Jr. has pleased that the funds are get- ®{«ratl ® s
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share funding reimbursements oped the plans,” Hayes said. “We ‘hem nutrient-management

for nutrients-managementplans encourage all eligible farmer* to ng
have been distnbuted to eligible take advantage of this cost- a certified commercial f
farmers' Share program - ner or a certified individual

fanner to qualify for reimburse-
ment.

To be considered for the one-
time reimbursement, a program
application and nutrient-man-
agement plan must be complet-
ed and approved.

Guidelines for cost-share
rates have been developed by
the State Conservation
Commission. Applications can
be obtained from local county
conservation district offices.

Funding for plans developed
by operators of Concentrated
Animal Operations (CAOs) is
available through Sept. 30.

For additional information,
contact the Agriculture
Department’s nutrient-manage-
ment office at (717) 787-3568.

REED EQUIPMENT SALES
Ronald Reed, Manufacturer’s Rep - 717-532-8297

700 Baltimore Road, Shippensburg, PA 17257
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irtable Augers -

HOPPERS

Hopper Opening
Length - 52"
width - 38"
Depth -9"

Discharge Height
up to 33"

Total Hopper Length
190"

10-1/2" Hopper Wheels
FORWARD OR BACKWARD
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Dual cleam
removes b(
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capacity

MODEL
23*09
One power
source drlvi
loading augi
cleaner and
fines auger

DRIVE
OPTIONS
Electric

PTO
Gas

Hydraulic
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TAYLOR
PITTSBURGH I

IMPLEMENT HiTaylor-Way

TANDEM DISC HARROW

f 350 Wing-Fold & 351 Non-Folding
• Heavy-duty mam frames constructed of

3/8” x 4” x 4" tubular steel for strength
• Both wing-fold and non-folding models

available

• Hydraulic flat fold wings on folding
model Wings lock into working position
with adjustable locks

• Spring cushion or rigid bearing
connectors

• Equipped with heat-treated scraper
blades mounted on spring steel scraper
handles

• 7-1/2", 9" or a combination 9” front and
7-1/2" rear disc spacing available

• Dual transport wheels are standard on
all models

Adjustable 3/8" x 3' x 5” gang tubes
adjust from 15° - 21°

• Simple front to rear leveling with spring
loaded adjustment rod
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